B SCOPE OF WORK B SPECIFICATION

MODEL Us R13 PRO
£ La66 — Operating weight 29041b 1320 kg = — RIPPA GROUP
N A - Bucket capacity 0.494ft2 0.014 m®
4 E Travel speed low/high 0-1.1/0-1.74mph 0-1.8/0-2.8 km/h
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S 2 Gradeability 30% 30 %
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§ - [l - Ground pressure 3.89psi 26.79 kpa
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- ! > ; Maximum digging force 2203Ibf 9.8 kN
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o E 3 Maximum digging radius 136.1in 3456 mm
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d Maximum digging depth 80.5in 2044 mm
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5 \ — Maximum digging height 114 4in 2905 mm
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Maximum dumping height 75.7In 1922 mm
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S Maximum deflection angle 105° 105°
) A4 Track extension range 29.5-39in 750-990 mm
Engine brand Kubota Kubota
2406 Engine model D722 D722
Maximum horsepower 13.7hp 13.9ps _ . : : fadad - L , f, N g )
Maximum power 10.2kw 10.2 kw — L | el S N T
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‘ Maximum speed 2500rpm 2500 rpm : _ s =7 _ A nan i 4R i Y %‘l‘ ST
:EEEEE . g Displacement 0.19gal 0.719L PA=> ,, : ; = | TN ! i 2R A f ______
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L I HEE — Number of cylinders 3 3 N /
==i 5 i=== .‘}ﬁ, . < Cooling method Water-cooled Water-cooled -%: -
g H 1 S/ m = AN
HriE TNE ' = RN g
-"[!I"“. Engine oil change amount 0.66gal 2.5L = RN 20 4
R g s4n = R Ei E E
v Bl Fuel form Diesel Diesel = Ry " i \Ti 3
A T N = Y e o
IFIII EH*'JI o Fuel grade 0/-10 0/-10 N = : A
!l'l . ‘! N Th tical fuel ti 1.1-1.5L/h 1.1-1.5L/h | O
‘-,, Alb— " eoretical fuel consumption -1, 1-1.
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g q Transport length 89.5in 2273mm
? Transport width 33.4in 849mm
0o Transport height 93.6in 2377mm
(@ Counterweight ground clearance 15 8in 402mm
Q - ' » | = =
! < Bucket width 15 7in 400mm = — - | __.:.
Boom length 57.1in 1450mm
990 ; Unit: mm Arm length 34.6in 880mm
Bulldozer blade width 29.5-39in 750-990mm
B HYDRAULIC SYSTEM
Main pump type/model Gear pump/305+305+303 Maximum set pressure (MPa) 18MPa
Main pump brand Tianjin walking Travel hydraulic motor type WDM-390 dual-speed travel motor
Main pump maximum flow (L/min) 251 /min Travel motor brand Paiyi
Multi-way valve THD12 multi-way valve Motor displacement (mL/r) 390ml/r
Multi-way valve brand Taifeng Slewing hydraulic motor type BM2-315
Rated set pressure (Mpa) 17MPa Displacement 315ml/r
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ePlease read the instruction manual carefully and operate the machine correctly.
eAlways wear a seat belt when working. (ROPS specifications only)

e|f you are using construction machinery with a mass of less than 3 tons, you must first complete the "Special Training for the Operation of Vehi-

cle-Mounted Construction Machinery” course. If the machine’'s mass is 3 tons or more, you must complete the "Skills for Operating Vehicle-Mounted
Construction Machinery" course.

e [0 prevent breakdowns and accidents, be sure to inspect your machinery regularly.

e Specific voluntary inspections must be conducted by an inspection company registered with the Minister of Health, Labor, and Welfare or the Direc-
tor General of the Labor Standards Inspection Bureau.
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Ultra-compact construction machine with excellent accessibility to narrow spaces and stability
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