


















































































































































































































































deteriorationofthebatteryand shorten its life. Itcan also lead to
rupture (explosion).

Do notrefill distilled water above the upper limit. Otherwise
the electrolyte will leak out. Contact with this liquid can
damage skin or corrode machine parts.

Clean the area around the electrolyte level line with a damp
cloth and check the level. Do not clean with a dry cloth, as this can
lead to staticbuildup and combustion or explosion.

Using the battery charging cable across the start

When starting the engine using the battery charging cable, be
sure to connect the cable following the correct procedure below.
Incorrectly connected cables can cause discharge and battery
explosion.

Don'tlet the "problem machine" and the "rescue
machine" run into each other.

Do not touch the positive (+) and negative (-) clips of the
battery charging cable to each other or to the
machine.

To connect, firstconnectthe positive terminal of the battery

charging cable to the positive (+) terminal. To
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disconnect, first disconnect the negative cable from the negative
(-) terminal (ground terminal).
Be sure to securely connect the cable clamps.

Connect the last wire clip of the battery charging cable to
as far away from the battery as possible.

Gogglesand gloves should alwaysbewornwhen starting the
engine with the battery charging cable.

Use battery charging cables and clips sized for the battery
capacity. Do not use damaged or corroded battery charging
cables and clips.

Make sure that the battery of the "rescue machine" is of the
same capacity as the battery of the "problem
machine".

Please appoint our service agent for welding repair

When welding must be performed, it must be done by
qualified personnel in a fully equipped workplace. To prevent
damage to any part of the machine caused by excessive
current or electrical sparks, observe the following.

Disconnect the battery wiring before performing
welding.

Do not apply 200V or more continuously.
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Thegroundingpointshallbe connectedwithin 1meter of the
welded part. Do not connect the ground terminal near the
electrical controls/ meter or connector.

Ensure that there are no seals or bearings between the
welded part and the grounded end do not.

Do not connect the grounding end around pins or
hydraulic cylinders of the work unit.

To perform welding work on the body, disconnect the
connector of the electronic controlunitbeforeworking.

waste treatment

|

Ensure that waste oil from the machine is collected in a
container. Improper disposal of waste oil can be harmful to the
environment.

Follow applicable laws and regulations when handling
hazardous materials such as lubricants, fuels, coolants, solvents,
filters and batteries.

Disposal of hazardous chemicals
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Direct exposure to harmful chemicals can cause
serious injury.

Hazardous chemicals used in this machine include
grease, battery electrolyte, coolants, paints and
adhesives.

Please handle hazardous chemicals carefully and

properly.
Maintenance Catalog
Cartridge inaugural conventional (weapons) model note
Name timing Maintenance timing Maintenance number
Qil Filter 50H change (one's 200H change / For severe
address etc) (one's conditions,
address etc) cleaning and

replacement
intervals will be
shortened (air

blowing, not

water washing).

air filter 50H change (one's 200H change /
address etc) (one's

address etc)

Hydraulic 300H change (one's 600H change /
oil suction address etc) (one's

address etc)

Hydraulic 300H change (one's 600H change /
oil return address etc) (one's
filter address etc)
element
slick
Oil Name inaugural conventional (weapons) | model note
timing Maintenance timing Maintenance | number
oil 50H change (one's 200H CD 15W-40 | Choose the right
address etc) CF-4 oil for your local
15W-40 temperature
diesel everyday | replenishment / / 92 Use gasoline

from regular gas
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stations
hydraulic 300H change (one's 600H change
oil address etc) (one's
address etc)
Traveling 50H change (one's 500H change
Motor address etc) (one's
Gear Ol address etc)
grease new raise the 8H raise the
airport stakes stakes
Hydraulic 50H clear up 50H clear up Air blowing or
oil radiator high pressure
water flushing of
the exterior
oil change

0il Change Precautions

1. 0il changes must be done with the engine hot.
2~ Do not start the engine during an oil change or
until the oil has been drained and new oil has
been added. 3. An oil fill level close to but not
exceeding the upper limit of the dipstick is
optimal.

4. The oil filter must be changed at the same time
as the oil change.

5. Gasoline should meet the following standards, and
this table lists several fuel specifications in

force in the world.
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World Fuel Code gasoline key indicators

catego | Category | Category | Category
ry I I 111 IV
not not not
Lead, g/L Not more than 0.013
detected | detected | detected
Sulfur content, % (m/m)
Not more than 0.10 0.02 0. 003 not have
Oxygen content, % (m/m)
Not more than 2.7 2.7 2.7 2.7
1 0
I[\\Iromatlc content, % (v/v) 50.0 40 35,0 350
ot more than
Olefin content, % (v/v)
Not more than - 20.0 10.0 10.0
Benzene content, % (v/v)
Not more than 5.0 2.5 1.0 1.0
must be | must be | must be
cleaning agents -
added added added

Caveats:

Gasoline tankfillingport, fillinggasoline, pay attention to
the rear of the car body first theleft

sideofthegastankcoverunscrewed,use the funnel and

tankfillingportconnection,and then use the tank

bucket filling gasoline, pay attention to turn on the power

switch, pay

attentiontothemetershowsthefillingposition ofthetank,to

preventoverfilling,resultingin the tank cover can not be

covered, resulting in serious consequences.
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1Fuel tank capacity: 20 liters
IWhenthetankisfull,theinstrumentpanel shows Fill.
After refueling, tighten the fuel tank cap clockwise

Hydraulic oil tank filling port, filling
hydraulic oil, pay attention to the frontofthe carbodyfirsthydraulic

oiltankcoverunscrewed, the use of funnels and oil tank filling

port

connection, and then use the tankbucketfilling hydraulic oil, pay
attention to observe the

hydraulic oil window, pay attention to the oil
window of the filling position, when the

hydraulic oil more than the oil window red dot marked one-
half of the hydraulic oil to

immediately stop filling, prohibit overfilling, resulting in the oil

tankcovercannotbecapped, resulting in severe consequences

Hydraulic oil tank capacity: 25 liters (No. 46)

After the hydraulic oil has been filled in accordance with
the specified volume, the

filling can be stopped.

The filling can be stopped.

1. After refueling, tighten the fuel tank cap
clockwise to prevent oil leakage.
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Fuel RecommendationRefill
tank/capacity volume
hydraulic oil 25L 23L
diesel 20L 18L

Diagram of grease filling position
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X. Additions

Mode! STINEDN

Instructions for using the control panel

1. Red light (o0il pressure indicator)

When the o0il ©pressure reaches the lowest
level, the lowest value (when lacking oil state),
thered light flashes.

2. yellow light

hen the oil temperature reaches or exceeds=
60° C, the yellow light comes on (normally on). When
the o0il temperature 1is below<60°C, the yellow light
turns off.
3. green light

_ light is always on light, when the vehicle
starts, the green light is always on, when the
vehicle stops working, the start key is turned off, the
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green light is turned off, all the lights are turned
off, and the machine stops working.

4. gas switch

Push forward — throttle up

Pull back — Throttle reduction
5.cigarette lighter

-Spare socket for power supply to the assistive
device
6. Dampers

RO oo the damper switch -

turn the key to the right for 3-4 seconds -

start  the machine - close the damper switch
7.Fuel Level Gauge -Indicates

(gasoline fuel level)

8.0i1 Temperature Gauge -Indicates (Hydraulic
Fluid 0il Temperature)

9. Timetable BB ndicates (machine

operating hours)
10.Light switch

-Press the button forward First
two presses: low beam

Third down: pop—up
lights
Press the button backward: Turn off the light

11. speaker button
12. activation key

MO 1ndicates  (vehicle start key
switch).
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