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RS06: EXCLUSIVE FEATURES

Compact in size, packed with performance and features,RIPPA's Stand-on
Compact Loader conquers the toughest of tasks yet is nimble enough to get
in tight spaces.

KUBOTA D1105 ENGINE, LOAD-SENSING LOAD-SENSING
RATED POWER 18.2KW PISTON PUMP MULTI-SECTION VALVE
(24.4HP) _ _

- Flow rates of 112.5 L/min - Automatically adjust flow and
- High-Efficiency power output pressare

_ - Keep the hydraulic system - Responsive handling with

- Low fuel consumption stable smooth multi-tasking.
- Low noise & vibration - i

- Smooth operation, excellent - Less heating, longer lifespan

compound action

- Eco-friendly and fuel-saving,
reducing overall operating
costs
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INTEGRATED
TRACK DESIGN

- Low ground pressure, good
ground protection

- Smooth driving with little
vibration

- Strong grip and high
passability
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KEY FEATURES

»

»

»

»

»

Kubota D1105 engine, rated
at 18.2 kW (24 .4 HP), deliv-
ers strong power with low
fuel consumption, reliable
performance, and easy main-
tenance.

Hydraulic pump directly con-
nected to the engine reduces
maintenance.

The bucket features vertical lift
capability, allowing it to reach
higher and farther than competi-
tors' arms.

The maximum dump height is
1550mm, and the maximum load
capacity is 600kg.

1475kg(3252 Ib) combined with
80L/min 21.1gpm auxiliary hy-
draulic flow make for a power-
ful and productive compact util-
ity skid steer loader.

The 230mm wide track design
makes it more suitable for con-
struction sites, minimizing ground
damage to the greatest extent.

Best-in-class travel speed of
6.5 km/h (4.04 mph).
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OPERATOR CONTROLS

A LT,
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»

»

»

The operation panel is the
control and information
center of the entire machine,
integrating operation, moni-
toring and safety to ensure
efficient and reliable opera-
tion.

Pilot operating handle - light
and precise hydraulic control

The attachment operating
lever provides precise hy-
draulic control, enabling effi-
cient and flexible operation
of various attachments.

Provides hydraulic power for
various attachments.




DURABILITY & SAFETY

KEY FEATURES

»> 2 groups of 5 attachment oil
circuits enable simultaneous
and precise operation of mul-
tifunctional attachments.

»» 112.5L/min (29.7gpm) pro-
vides strong hydraulic power
to ensure efficient operation
of attachments.

Y>> The dual-speed cycloid travel
motor takes into account both
operating efficiency and ma-
neuverability.

)»> 22.5MPa (3263.4psi) power-
ful torque output ensures
stable passage on complex
terrain.

»>» The floating bucket function
allows the bucket to automati-
cally adjust its angle as the
ground rises and falls, keeping
the bucket close to the ground
during operation.

)»> Suitable for cleaning, leveling
and easily following uneven
roads, improving construction
efficiency.

»> The bucket vertical lifting func-
tion enables the bucket to
maintain vertical movement
during the lifting process, pre-
venting material from spilling
and improving loading stability.

RIPPA 7



RIPPA

e __ h -'r
g “-*"‘bbmm‘“ ALY

»

A

The footrest can be flipped
up and is equipped with a pin
for connecting and hinged
parts. It can be fixed and
rotated flexibly, which is con-
venient for disassembly, as-
sembly and maintenance.

The flip-up design allows for
quick access to key compo-
nents like the engine and hy-
draulic system.

It is convenient to find and
deal with problems in time,
reduce downtime losses and
ensure construction progress.
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RELIABILITY & SERVICE

KEY FEATURES

»

»

»

»

»

»

»

The quick-change device can
quickly and safely switch be-
tween various attachments

Regular inspection, lubrica-
tion and rust prevention
maintenance can significant-
ly extend its service life.

The radiator ensures that the
engine and hydraulic system
operate stably at a safe tem-
perature through efficient
cooling.

It is convenient for regular
cleaning and maintenance to
ensure ventilation effect.

The rear counterweight ad-

justs the machine's center of

gravity to enhance stability
(preventing tail lift).

The anti-overturning perfor-
mance is stronger, and it can
stably carry and lift heavier
materials.

Maintenance time is reduced
with permanently sealed and
lubricated track rollers, and
with the grease type track
tension system.
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RIPPA ATTACHMENTS

PERFORMANCE MATCHED

When replacing auxiliary equipment
such as trencher,stump grinder,ripper,
the process ensures you that the hy-
draulic requirements, weight, and width
of your attachment matches your power
unit's exact specifications.

Visit rippa.com

DIRECT DIGGING ROCK BUCKET TRENCHER

- Digging depth: 800 mm - Bucket capacity: 0.35 m® - Trenching width: 210 mm

- Bucket capacity: 0.15 m? - Width: 1200 mm - Trenching depth: 800 mm

- Number of hydraulic circuits: 1 - Spill plate option available - Chain tensioning method:
Manual bolt

- Motor option: 40 L/min
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